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CONSTRUCTION: Kettle interior shall be of  type 316 stainless 
steel, with solid one-piece construction. All exposed surfaces 
shall be stainless steel. All controls shall be contained within 
front control enclosure. Kettle body is sheathed in stainless 
steel and insulated with fiber bat insulation. Unit provided with 
three adjustable legs for leveling. Faucet mounting bracket is 
standard.

FINISH: Interior of kettle shall be polished to a 180 emery grit 
finish. Exterior shall be finished to a uniform #3 finish ensuring 
maximum ease in cleaning and maintaining  appearance.

ASME CODE, CSA DESIGN CERTIFIED, CRN REGISTERED: 
Unit shall be ASME shop inspected, stamped and registered 
with the National Board for operation up to a maximum working 
pressure of 30 PSI.  Unit shall be Design Certified by CSA 
International and registered in Canada with a CRN number.

SANITATION: Unit shall be designed and manufactured to 
meet NSF requirements and be NSF listed.

DRAWOFF VALVE: Unit shall have a 2” sanitary tangent 
drawoff which is made of 316 stainless steel. Valve has durable 
insulated handle, Dupont Viton™ compression sealing disk 
and is easy to disassemble without tools.  The drain outlet shall 
be equipped with a removable 1/4” perforated stainless steel 
strainer.

COVER: Cover shall be furnished with No. 51 counterbalanced 
actuator designed to maintain the cover in an open or closed 
position.

Kettle shall be a Groen Model AHS (40 gallon) stainless steel, self-contained, steam jacketed kettle operating from gas 
heated steam source contained within the unit. 

LOW HEIGHT GAS STATIONARY FLOOR KETTLE MODEL AHS-40

CONTROLS: All controls shall be contained in a stainless 
steel enclosure. Controls include a regulating thermostat, 
pressure gauge, power-ON switch, power-ON indicator light, 
heat indicator light, low water indicator light, water sight 
gauge, pressure safety valve, pressure limit control, low 
water cut off,  a gas regulator valve and electronic ignition 
module; with all operating  controls front mounted.
 
PERFORMANCE/FEATURES: Unit shall be thermostatically 
controlled to automatically shut off when desired 
temperature is reached and turn on when product 
temperature drops below desired setting. Electronic ignition 
to standing pilot is standard. Outer sheathing and fiber 
insulation retain heat and keep kettle exterior cool to the 
touch.

SELF-CONTAINED STEAM SOURCE: Kettle shall have a 
gas-heated, self-contained steam source to provide kettle 
temperatures of 150 to approximately 250°F.  Unit shall be 
factory charged with water and rust inhibitor to ensure long 
life and minimum maintenance.

INSTALLATION: Specify natural or propane. Unit requires 
1/2” NPT gas line connection and 115 volt electric supply 
to operate controls. No remote steam source required.

OPTIONS/ACCESSORIES:

  Basket inserts (TRI-BC)

  Water fill faucets 

  1/8” perforated strainer

  1/4” perforated strainer

  Solid disk strainer

  Kettle brush kit

  Contour measuring strip

  Gallon etch marks

SHORT FORM SPEC: Insert

https://unifiedbrands.net/products/steam-jacketed-kettles/
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AHS-40

DO
 N

OT
 SC

AL
E D

RA
W

IN
G

SC
AL

E: 
.04

 =
1

E

D

4"
(1

02
)

2"
M

IN
. S

ID
E

CL
EA

RA
NC

E

4-
3/

4
(1

02
)

F

4"
 (1

02
)

6-
3/

4
(1

71
)

2"
M

IN
. S

ID
E

CL
EA

RA
NC

E

TA
BL

E 
O

F 
D

IM
EN

SI
O

N
S

SE
RV

IC
E 

CO
N

N
EC

TI
O

N
S 

A
N

D
 N

O
TE

S:

 3
. D

IM
EN

SI
O

N
S 

IN
 B

RA
CK

ET
S 

( )
 A

RE
 M

M
.

 1
. E

LE
CT

RI
CA

L 
CO

N
N

EC
TI

O
N

: 1
15

V,

FR
O

N
T 

VI
EW

RI
G

H
T 

SI
D

E 
VI

EW

TO
P 

VI
EW

71
 3/

4

 2
. G

A
S 

CO
N

N
EC

TI
O

N
: 1

/2
 N

PT
.

RPN

21
 3/

8

216

53
3

54
3

15
2

G L MKH JD FECB

63
5

25 61538 7

15
2

18
22

38
1

96
5

17
8

32
 3/

8

43
 1/

4

54
 1/

4

27
 1/

8

30
 3/

8

63
8

10
99

13
27

77
2

82
2

D
IM

.

CA
P. A

15
0 

L
40

 G
A

L.

IN
CH 26

M
M

66
0

139158 REV. A

3.
5"

 W
.C

.
GA

S O
PE

RA
TI

NG

PR
ES

SU
RE

PR
ES

SU
RE

IN
CO

M
M

IN
G

RE
CO

M
M

EN
DE

D

FI
RI

N
G

 R
AT

E

N
AT

U
RA

L 
G

A
S

PR
O

PA
N

E 
G

A
S

11
5,

00
0

11
5,

00
0

10
" W

.C
.

5"
 W

.C
. M

IN
.

14
" W

.C
. M

AX
.

14
" W

.C
. M

AX
.

12
" W

.C
. M

IN
.

2" 4"2'
2" 4"

8"
 FO

R 
SE

RV
IC

IN
G

IN
ST

A
LL

AT
IO

N
 C

LE
A

RA
N

CE
S

M
IN

IM
UM

 D
IS

TA
NC

E F
RO

M
RE

CO
M

M
EN

DE
D

DI
ST

AN
CE

CO
M

BU
ST

IB
LE

 W
AL

LS

LE
FT

 S
ID

E

RE
A

R

RI
GH

T 
SI

DE

   
1 

PH
, 6

0 
H

Z,
  2

 A
M

PS

A
D

JU
ST

A
BL

E
BU

LL
ET

 F
EE

T

G
A

S 
CO

N
N

EC
TI

O
N

: 1
/2

" N
PT

EL
EC

TR
IC

A
L 

CO
N

N
EC

TI
O

N
: 7

/8
" D

IA
.

2"
 TA

N
G

EN
T

D
RA

W
O

FF

L

A
SM

E 
A

PP
RO

VE
D

BR
AC

KE
T

FA
U

CE
T

RE
A

R 
CL

EA
RA

N
CE

D
RA

FT
 D

IV
ER

TE
R

FL
U

E 
O

U
TL

ET
'N

' D
IA

.

LE
G

 P
O

SI
TI

O
N

O
TH

ER
 V

IE
W

S)
(N

O
T 

SH
O

W
N

 IN
SE

E 
N

O
TE

S 
4 

&
 5

CO
VE

R 
O

PE
N

30
°

SA
FE

TY
 V

A
LV

E
30

 P
SI

KE
TT

LE

C 
D

IA
.

18
"

(4
57

)
FL

UE
HE

IG
HT

G

H RI
M

HE
IG

HT

J
K

B O.
D. A I.D
.

M
W

/C
OV

ER
OP

EN

P

9-
1/

2
7-

1/
2


	Text Field 17: 
	Page 1: 

	Text Field 18: 
	Page 1: 

	Text Field 19: 
	Page 1: 

	Text Field 20: 
	Page 1: 

	Text Field 21: 
	Page 1: 

	Text Field 22: 
	Page 1: 

	Text Field 23: 
	Page 1: 

	Check Box 104: Off
	Check Box 103: Off
	Check Box 102: Off
	Check Box 101: Off
	Check Box 100: Off
	Check Box 99: Off
	Check Box 98: Off
	Check Box 97: Off


